
  

SSE 
19” Rack Mount 

LCD Monitor
Description

The SSE 19” rack mount monitor combines all the advantages of using LCD screens, with the added advantage of an inbuilt quad 
splitter. 

This means that unlike most (all?) LCD screens on the market today you can have four video inputs to the screen, extremely useful 
when you want to check the TMS or switch to the rear view camera without having to get the observer to reprogram the systems 
video matrix, but you also have the option to display all four videos simultaneously in a quad pattern. 

This is a necessity when surveying pipelines or running multiple cameras to enable the observer to monitor all the videos, checking 
that they are all being recorded for a start. Having four screen in one saves on cost and on real estate in the systems instrument racks 
as well. One 19” LCD monitor provides more screen space than four standard 9” monitors, the staple monitor used in ROV systems, 
while taking up less space.

While the quad splitter is an integral part of the monitor it is possible to utilise it separately, both when using the monitor as well as 
when the LCD screen is powered down (power adapter must still be connected and powered up).

Optical

Active Display Area 376.32(H) x 301.056(W) mm
Number of Pixels 1280 x 1024
Display Colours 16.7 million
Luminance 300 cd/m²
Contrast 1000 (typ)
Viewing Angle 160 x 160 Degrees
Response Time Rising 1.3 msec (typ)
 Falling 3.7 msec (typ)

Electrical

Inputs Screen DVI, VGA, S-Video, Composite (Component as an option)
 Quad 4 x Composite, 1 x VCR
Outputs Quad 1 x Composite, 1 x VCR
Input Voltage 12 VDC via an AC/DC (notebook) power adapter 
Power Consumption 23.25Watts (typ)

Mechanical

Size 482 x 358 x 85 mm
 (Excluding handles)
Weight 6.8Kg

Specifications are subject to change without notice
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